841096-16x16x96 Centerline Forkend Truss (Repetitive Use 85%)
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LOAD (pfl) | DEFL. (in) | LOAD (Ibs) | DEFL. (in) | LOAD (Ibs) | DEFL.(in) |LOAD (Ibs) | DEFL. (in) | LOAD (lbs) | DEFL. (in)

8-0" 790 0.035 | 6323 0.055 [ 3161 0.047 2107 | 0.044 1580 0.041

16’-0” 385 0.274 | 4099 0.291 3074 | 0.372 2049 | 0.348 1540 0.327

24'-0" 222 0.818 | 2666 0.662 1999 0.840 1333 0.787 1110 0.818

32-0” 120 1.462 | 1929 1.196 1447 1.500 964 1.409 803 1.462

40’-0” 73 2.302 | 1471 1.905 1079 | 2.314 735 2.223 613 2.302

48'-0" 38 2.819 | 1152 2.808 675 2.819 482 2.819 386 2.819

56’-0" 20 3.357 721 3.357 420 3.357 300 3.357 240 3.357

Table Usage Notes:
1. The truss is supporting vertical loads only, i.e. the truss diagonals are oriented vertically and no
lateral loads are applied to the truss.

2. The truss is analyzed as a simple span beam. Truss support points are located at truss panel points.
3. The truss has been analyzed for static loads only.
4. All loads are applied at the centroid of the truss between the two ladder trusses below the truss.
5. All loads are applied at the panel points of the truss as to not induce local bending stresses
in the chords.
6. All capacities are reduced by 0.85 per ANSI E1.2-2012 for repetitive use members.
7. Selfweight has been considered.
8. Maximum deflection limited to span/180.
9. The middle chord located on the bottom of the truss can support a maximum vertical load of

800+# anywhere along its length. The cross member between outer chords can support a maximum
vertical load of 800#. Consideration shall be given to the middle chord loading such that the 800#
load capacity of the cross member is not exceeded.
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ITEM PART NUMBER DESCRIPTION
1 CHORDS @2" X .1875" ALUMINUM TUBE
2 VERTICALS @2" X .125" ALUMINUM TUBE
3 HORIZONTALS @2" X .125" ALUMINUM TUBE
4 BACKBONE @2" X .125" ALUMINUM TUBE
5 DIAGONALS @1" X .125" ALUMINUM TUBE
6 STACKING BLOCK PLATES .250" ALUMINUM PLATE
7 GUSSETS .250" ALUMINUM PLATE
8 MALE FORKEND 12114 STEEL
9 FEMALE FORKEND 12114 STEEL
10 STACKING BLOCKS BLACK UHMW

Notes:

TITLE: 16" X 16" X 96" CENTERLINE TRUSS
841096-AFH

WEIGHT: 108 Ibs

CREATION DATE: 09/05/2013

AUTHOR: NATHAN V

TOLERANCE: +/- 0.010 (0.254mm) U.0.S

REVISION: A
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